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CAUTION: 



RE AD THIS BOOKLET BEFORE REMOVING REVOLVER FROM PACKAGE. 
YOUR FAILURE TO COMPLY WITH THE INSTRUCTIONS IN THIS BOOK- 
LET WILL JEOPARDIZE YOUR SAFETY ANDTHE SAFETY OF OTHERS. 
IF UNFAMILIAR WITH FIREAFtMS. SEEK FURTHER INSTRUCTION 
THROUGH SAFE HANDLING COURSES RUN BY YOUR LOCAL GUN 
CLUBS, N.R.A. APPROVED INSTRUCTORS OR OTHER QUALIFIED 
ORGANIZATIONS. 




NOTICE: 

Can Wesson Arms shall not be responsible for injjry, dealh or damage to properly result- 
ing from intentional or accidental disebarge oi this firearm, or from its trse in a manner for 
wbicti it was nol designed Dan Wesson Arms will not honor claims involving this firearm 
which resull from careless or improper handling, unaothorized adjustment, alteration, 
corrosion, neglect, the use of improper caliber ammunition, the use of ammunition other than 
original high guafity commercially manufactured ammunilion in good condition, or any 
comhlnation thereof. Dan Wesson Arms will not honor claims involving this firearm for 
any reason when claims are made by a subsequent owner. 

IMPORTANT: 

Before leaving the factory, this firearm was carefully tested, inspected, and packaged. Please 
eiamine the firearm at the time of purchase to make sure it is unloaded and undamaged as Dan 
Wesson Arms, cannot control Ihe handling of this product after it leaves the factory. The 
deafer will be pleased to assist you in making this e)(amination and will answer any questiuns. 



This inslruction rnanual should always accompany this firaarm and be transferred with it upun 
change of ownership. 



FEATURES 

1. VERSATILITY 

The Dan Wesson revolver is much more versatile than the usual single purpose firearm and 
can be a do pled fo handle a variety of shooting situations in a manner ot minutes. 

Barret: Dan Wesson revolvers provide the ultimate in in terchangea bilily of barrel lengths 
and shroud styles because they can be replaced bv the users themselves without the 
machining, titling, or special equipment necessary to change the barrels on other revolvers. 

Fratne: The ejector rod and lock are located at the front of your Dan Wesson revolver. This 
positioning keeps the latch out of the way of your thumb while shooting and makes a mere 
positive lock wh ere th e ba rre I m eets th a cyli nd er. 

Brip: You may change your Dan Wesson revolver from a sguare to a round butt style by 
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sjriply diangm the grip There are several styles of grips and woods available, all inter- 
of varying ' ^ 

Raar Sight: Vour Oan Wesson revoiver is equipped wrlh a rear sight which has inter' 
Changeable rear blades with various notch widths, to accomniodate any shooting condition. 
Front %ht: All Dan Wesson target revolvers are now equipped with Interchangeable colored 
from sight blades tor increased accuracy in any shooting situation. Target IPatridge} sights 
are standard wtth the supermag. Optional colored sights are also available. 

2, DESIGN 

The Dan Wesson revolver was designed with an eye toward sirrrplicity and interchangeability. 
Utilizing modern nrachine tnethods. we are able to control tolerances to produce parts to 
exact engrnoBnng specriications resulting in a creep-free single action and a fast short double 

action. 

3. SAFETY 

The Dan Wesson incorporates an auto;natic safety device which prevents the hammer frojn 
stnkrng the firrng pin connector unless the trigger Is reiracted and held in the tiring position. 

If during cocking the revolver the hammer were to slip from your thumb, or if the revolver is 
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dropped on the hammer spur, the revolver will not fire provided the trigger Is not in the 
firing position. 

During the normal firing cycle, the safety cormecfor is positioned between the hammer and 
bring pin. When the hammer moves forward, It strikes the connector, which transfers its 
energy to the firing pin to fire the revolver. However, if the I rigger is released before the 
hammer is cocked, elfher single or double action, the safety connector will be withdrawn 
to prevent the hammer energy from being trensferred to the firing pin. 

4. ACCURACY 

The accuracy of the Dan Vi/esson revolver has been well established. Superior accuracy is 
achieved by virtue of the basic design of the Dan Wesson revolver, ft is the only revofver in 
which the barrel is secured at both ends and always under tension. The cylinder latch is 
located up front lo ensure proper position of cylinder fo barrel and the barref itself is fla! 
and square with the bore. 

5. COIVSTRUCTION 

The Dan Wesson barrel Is made of heal treated chrome molybdenum steel. The frame is of 
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the Naest investment cast steeJ-The single piece const re chon of the grip is dnrable end 
offers protection to the steel frame otfierwise exposed to corrosive salts from the user's 
hands. In addition, the one piece grip is Jess likely to split or break. 

SAFETY INSTRUCTIONS 

TO FULLY AND SAFELY ENJOY SHOOTING YOUR DAN WESSON 

REVOLVER, WE URGE YOU TO CAREFULLY READ THIS ENTIRE IN- 
STRUCTION BOOKLET BEFORE ATTEMPTING TO LOAD AND USE 

THIS FIREARM. 

CAUTIONS 

1. Always treat your revolver as il it were loaded so that it's never fired accidentally virhen 
thought to be unloaded. 

2. Never point your revolver at anylhing you do not intend to shoot; il it fires accidentally, 
injury, death or damage to property will be prevented. 



3. Always consider the revolver to be loaded untif you have personally checked to see that the 
chambers of the cylinder are empty. Keep fingers off the trigger and gun pointed in a safe 
direction. 

4. Before loading, be sure barrel and cylinder chambers are clear ol obstructions. If obstruc- 
tions are observed, clean revolver immediately. 

h. Never puJI trigger or place your finger in the trigger guard until yOu are aiming at a target 
and ready to shoot. 

6. Always keep the hammer forward and chamhers emply until ready tc shoot to eliminate risk 
of accidental discharge. 

7. Always be absolutely sure of your target artd the area behind it before you squeeze the 
trigger. A bullet could travel past your target up to one and one-half miles. 

8. Never shoet at a hard surface such as a rock, a tree, or a liquid surface such as water. A 
bullet may ricbochet in any direction to strike you or an obieci you canno! see, causing 
Injury, death or damage to property. 
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9. Make sure your backstop is adequate to slop and contain the bullet before beginning target 
practice, 

10. When group a^vvays have someooe in diarge to maiotaio safety cDOtrol. Obey bis ' 
cominands immeoiaiefy. 

1 1 . When carrying your revolver on a range, it should be empty andthe cylinder should be open 
until prepared to fire. Keep revolver pointed toward the backstop when loading, firing and 
unloading. 

12. Never leave a loader! revolver unattended. It inay be tired accidentally causing injury, death 
or damage to property 

13. If your revolver fails to funclion properly, stop firing immediately. Do not force a jammed , 
cylinder mechanism, as a round may explode causing serious injury, death ordamagetoyour 
revolver. 

14. Never leave your revolver loaded, cocked and ready to tire. This is extremely dangerous, as ^ 
the revolver could be accidentally discharged causing injury, death or damage to pruperty. 



]b, Always check barrel condition prior to shooting and after every lOU roonds. 

16. Always hold your revolver by Ihe ghp and keep both hands well clear of and behind the 
cylioder. Never hold it near the cylinder as very hot gasses and lead particles may he 
sprayed out around the cylinder, causing injury in your nands. 

17. To eliminate the risk of accidentaf discharge, never walk, climb or follow a companion with 
your revolver cocked, ready to fire, or with the hammer in any posilion olher than forward. 
When hunting, hoftf your revoiver so that you can always control the direclion of the 
muzzle, even if you slip and fall, 

19. Always unload your revolver before allowing anyone else to handle it, 

19. Never tack a target to a live tree as (he bullet may rebound back directly at you or someone 
near you. 

20. Never drink alcoholic beverages or take drugs before or while shooting. 
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21. Alwa/3 seek a dolor's advice if you are talcing medication to be certain you can handle 
your revolver safely. 

22. Always wear ear protection when shooting or when in the vicinity of others who are shooting. 
Repeated exposure to high noise levels could lead to long tern hearing loss. 

23. Always wear protective shooting glasses while shooting or in !he range area, 

2A. Always make sore your revolver is no! loaded heiore cleaning, storing, traveling or changing 
barrels. Always open cyfinder before laying revolver down or handing to anofnor person. 

25. Always store yoor revolver and ammonition in separate, locked containers, oot of sighf and 
reach of children. 

2B. Always instruct children to respect firearms. 

27. If you teach children to shoof, teach them to ose the revolver properly and always supervise 
them closely. Always stress safely to avoid any possibility of accidental injury, death or 
damage to property. 



FUNCTION 

The Dan Wesson revolver can be fired either single action by cocking the hammer with the 
thumb and then squeezing the trigger to release the hammer, or dooble action, by pulling the 
trigger to cock the hammer and fire. Use of either method does oot change the functlooing 
seqoence of the mechanism. When the hammer is moved rearward, fhe bolt is moved, unlocking 
the cylinder and allowing it to rotate, and the eonnecior is moved into position behind the firing 
pin. Approximaiely half-way to fhe full cock position [either single or doodle action), the bolt 
is released and enters the lead-in notch of the cylinder. The cylinder continues to rotate until 
the bolt drops into the locking notch, aligning Ihe chamber, barrel and firing pin. In single 
action operation, the hammer will reach a cocked position and remain in this position unlil the 
tr.^ger is squeezed, releasing the hammer and firing the revofver When firing double action, 
the movement oi the trigger cocks the hammer and corjtinued movement then releases it at the 
proper locked cylinder position. Releasing the trigger causes the connector to be wilhdrawn, 
preventing firing pin contact. 
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LOADING 

CAUTION: USE ONLY ORIGINAL, HIGH QUALITY, COMMERCIALLY 
MANUFACTURED AMMUNITION IN GOOD CONDITION, APPROPRIATE 
TO THE CALIBER OF YOUR REVOLVER. 

AMMUNITION: Dan Wesson .357 Magnun revolvers are chambered to lire .357 Magnum 
cartridges and will alaoaccept and fire .33 Special cartridges, interchangeahly. The Dan Wesson 
.38 Special revolvers are chambered for .33 Special cartridges nnly ana will not accept Ihe .357 
Magnum, Dan Wesson .22 L. R. revolvers are chambered for .22 Long Rifle cartridges and will 
also accept .22 Long and .22 Short cartridges. Dan Wesson .22 Magnum revolvers are 
chambered for the .22 Win. Magnum cartridges only. 

CAUTION: 

Belore attempling to lead your revolver, read the safety instructions and be folly familiar 
with the operation ol this revolver. 



DO NOT LOAD LIVE AMMUNITION INTO THE REVOLVEfi UNTIL READY TO SHOOT 

2. Examine the revolver before use by moving the cylinder latch down and poshing the rear of 

the cylinder out to the left side of the framk 

a. Check each of the chambers to make sure they are clean and free from accumnfated oil 
or grease. Clean if necessary. 

b. Check the barrel bore for cleanliness and remove any oil or grease. 

c. Close cylinder and check lor proper latch operation &nd lock op. 

d. Insert barrel/cyJinder gauge in place hetvi/een face of cylinder and rear of barrel to deter- 
mine if proper .005 ■' gap eirsts. You should feel pressure against fhc gauge, bul il should 
be possible to move gauge side lu side. If proper gap is maintained betv;een barrel arid 
cylinder, proceed to loading instructions. If gap is tight or eJicessive, proceed to barrel 
changing instructions and adjust barrel cylinder gap accordingly. 
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LOADIIUG tNSrnuCTlONS ) 

1. Do not load five ammuniEioo lintil you intend to shoot. ^ 

2r Keep revolver pointed in a safe direction. ^ 

3. Open cylinder hy moving latch down and pushing the cylinder to left out of the frame 
opening. 

4. Using only ammunition recommended in Ihis booklet, insert one round of ammunition info 

each of the chambers, seating lully. ^ 

*■ 

5. Keeping revolver pointed in a sale direction, make sere tiarrmer is not cocked and posh » 

cyiinder into the frame until iatnli springs up inie locked position. ^ 

IMPORTANT: DO NOT ATTEMPT TO CLOSE THE CYLINDER WITH THE HAMMER 
COCKED AND DD NDT SLAM YOUR CYLINDER CLOSED FORCEFULLY, AS DAMAGE 
TO THE MECHANISM COULD RESULT, 
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6. Rotate cylinder by hand until bolt drops into locking notch, poEftfonrng Hie ctismher and 
harrel. ft cylmder cannot be turned, bolt is in looted position and revolver is ready for firing. 

IflULOADlNG JIUSTRUCTIOIVS 

1 . Keep revolver painted in a safe direction and do nut touch the trigger. 

2. Open cylinder by moving fatch down and pushing cylinder open. 

3. Push ejectar rod backward, farcing out all empty cases or live rounds. Whan cfesr of 
champers, allow ejector rod to return ip its forward position under spring pressure. 

4. Make sure hammer is not cocked and push cylinder hack lo closed position. 

5. Collect live ammunition for safe storage and dispose of empfy carlridge cases. 



SHOOTING 

fiefo.re liring, practice with your revolver UNLOAfiED to develop stance, aim and trigger 
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conlrof. The Dari Wesson revolver may be dry fired (functioned without cartridges) to develop 
yoiir sfioofing skills without any damage to the revolver. Dry firing is not recommended for 
.22 caliber revolvers 



FIRING 

To fire single action: 

1. Hold revolver hy grip, keeping finger away from trigger. Using thumh, drew hammer folly 
back to the cecked position where it wilf remain Isee Figore 2). 

2 . Remove thumb from hammer spur. 



KEEP HANPS WELL ClBAn igMM 
I THE REVOLVER NEAR THEC® 

:GASKM|fD LEAD PARTICLES MAY &£ SPRAYI 
i^YLINlDiER AND CAUSE INJURY. 



Nind cylinder. { / 

m A S VERY HOT I . 

■Ground THE ] 

I mm 
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3. Take aim by aligning the largel wilh front and rear slgnls |see Figure 1 

4. Keeping sleady aim, place index finger on trigger and squeeze gently ontil hammer falls. 

5. To fire remaining rounds, remove finger from trigger, cock hammer as described in Step 1, 
and continue in successive sleps. 

6. Upon completion of fi^mg, unload as described in previous section. 

To lire double action: 

1 . Hold revolver by grip, keeping fingers away from liainmer. Aim by aligninn sights, and using 
steady smooth pressure, pull trigger until hammer is cocked and released, firing one round. 

2. Remaining rounds are fired by releasing the triggar and pulling smoolhly again !q fire each 
successive round. 
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CAUTION: IF REVOLVER FAILS TO FI RE, HOLD IT, KEEPING MUZZLE POINTED TOWARD 
TARGET, AND WAIT FOR 30 SECONDS. IF A HANGFJRE [SLOW IGNITION) HAS OC^ 
CURRED, THE CARTRIDGE WILL GENERALLY FIRE WITHIN 30 SECONDS. 

if the cartridge does not fire, eject cariridge [using the unloading procedure instructions) and 
examine the misfired cartridge case. If firing pin indent in primer is light, misaligned, or non- « 
existent, have revolver examined by a competent gunsmith. If primer indent appears normal 4 
las judged by previously fired cartridgesb assume faulty ammunition. Remove misfired 
cartridge from other five ammunition and dispose of in accordance v^ith ammunlfion manu- 
facturer's instrudions. 

UNCOCKING 

To uncock your foaded revolver with hammer in single action cocked position, place thumb of 
the hand not holding the revolver betiween hammer and frame. Hold hammer back firmly with •*’ 
the other thumb and pull trigger only enough to allow the hammer to move forward to clear the 



cocking notch. Then release the trigger completely; remove thumb from between hammer ar>d 
frame, and lower the hammer gently to rest on the frame. 

In the dnuhle action mode, a partially cocked hammer is lowered by gradually releasing the 
tension on Ihe trigger. 

HAMhfER 
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MAINTEJITANCE 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT- 
ING TO CLEAN, CHANGE BARREL OR SERVICE YOUR REVOLVER. 

CLEANING 

Youf Dan Wesson revolver should be kept clean and lightly eiJed, Powder residue can easily be 
removed by scrubbing out the barrel and chambers with any commercially avaiiabla gun solvent 
and a soft bristle brush. 

Barrel leadjng (caused by tiring soft lead bulletsi and residue Irum jacketed bullets can be 
removed using solvent and a brass wire brush. Always push brush or cleaning patch complelefy 
through barrel or chambers before reversing direction to prevent the possibility of brushes or 
patches becoming lodged in the bore or chamber. 



rounds or whenever cyimdof rotation becomes sluggish. 

Aller brushing, run a lightly oiled flannel patch through the bore and chambers; followed hy a 
dry patch to remove ertcess oil. 

Note: Wipe exterior surfaces ol revolver with a lightly oiled patch or cluth after bandliog to 
prevent corrosion from body salts and moisture. 

STORAGE 

Always onload your revolver and store revolver and ammonitioe in separate, locked containers 
out of sight and reach ol children. 

Note: Do not store in an airtight container and do not seal barrel or chambers to keep oot 
dost, since trapped, moisture laden air can cause corrosion. 



The cylinder center hole and Ihe upper crane leg should be cleaned at approximately 2D0n 
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CHANGING BARREL ASSEMBLE 



CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT- 
ING TO CHANGE BARREL. 

1 . Assemble Ihe barrel wreneh to Ihe barrel m\ in the muzzle of the berref. 

2. Unscrew and remove the barrel nut. 

3. flemove shrood bv sliding forward ofithe barrel. 

4. Unscrew the barrel from tbe frame. 

5. Screw new barret with end containing mosl thread into the frame. 

6. Insert proper feeler gauge against the front of the cylinder and screw barrel into frame until 
ihere IS a slight pressure against tbe feeler gauge. The proper barref/cylinder gap for the 
.375 SuperMeg revolver is .006". 

7. Keeping ihe gauge in place, instail new shroud over barrel and locating pin. 
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a Assemble barrel nut (slots up) using wrench. Tighten so that firm pressure is requirert to un- 
screw the nut. QO NOT OVERTIGHTEN. 

9 Recbeck gap between cylinder and barrel by moving gauge. There should be slight pressure 
against the gauge, but il shuold be possible to move it. 

BSpyBilG; THT AND GAP IS CTmC^I^LORE | 

THE GAUiM VEOAS LEAI^GE^ 

( CAMS :i X - 

10. Remove leeler gauge 



1 1 . After firing the first six or Iwelve rounds, recbeck for proper gap and barrel nut tightness. 
Make certain the gurt is unloaded for this recheck. 

1 2. If the barrel nut is too light, making removal difficult, use the lollowing procedure: 



a. With wrench assembled lo the barrel rml, press muzzle ol the gun and wrench firmly 
against Ihe edge ot a bench. Using a hammer nr mallei, tap the end nl the wrench 
sharply to loosen nut. 
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SIGHTS 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT- 
ING TO CHANGE REAR SIGHT BLADES. 

itEAR SIGHT 

The Dan \(Vesson target models incorporate an adjustable rear sight. To adjust, lurn windage 
screw clockwise lo oio\re the sight notch lo the right: counterclockwise to move notch to left. 
Turn elevation screw clockwise lo lower sighi: counterclockwise to raise sight. Pnirrl of impact 
ol bullet will move in the same direction as Ihe movement of the rear sight. 

CAUTION: DO NOT REST THE REVOLVER AGAINST A SOLID OBJECT 
WHEN SHOOTING OR SIGHTING IN, SINCE DAMAGE CAN OCCUR TO 
THE GRIP CAUSING INJURY TO THE HANDS. 



DIRECTIONS FOR REPLACING 8LADE 

1. Using the Barrel Wrench Tool, remove retaining screw oo top of Sight Body. 

2. Holding sight with head of Windage Screw "up'^ pull, Rear Slade and Screw as a unit, out of 
Body. Take caro not to lose Detent Plonger and Spring which js positioned under Windage 



3. Insert Windage Screw into Rear Blade appronimaiely central with Blade. 

A. Insert Blade and Screw into Rear Sight Body. Be sore Detent Plunger and Spring are in proper 
position under Windage Screw Read. 

5. Install Relaining Screw and adjust Sight as required. 



FRONT SIGHT 

CAUTION- BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT- 
ING TO CHANGE FRONT SIGHT BLADES. 
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On Dan W/esson larget revolvefs incorpojating a replaceable IroeJ sjqh! blade: 

To change fmnj srgJil blades, unscrew rhe front sigh! retaining screw [40J at the end ot the 
shroud. approJiimately one-eighth of an inch, Posh the front sight bfade forward and lift up, 
rennoving from the shroud. To fnsfall a new blade, place rear dovetail on bottom ol sight blade 
under Iront sight pin |6| and retighten the retaining screw. 

Note. Co not overtighten retaining screw. 

GRIPS 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT- 
ING TO CHANGE GRIPS, 

To change grip, unscrew the grip screw [52J on bottom of grip. Slide grip off tang and remove 
screw from grip. Slide repJacemeni grip on tang and replace screw. Tighlen only unfil grip is 
snug and froe from aoy movement. 



SERVICING AND REPAIR 

Should your Dan Wesson revolver require service or repair, make certain it is NOT LOADED 
and take or send it to Dan Wesson Arms where competent gunsmilhs can quickly make the 
necessary repairs, An illustrated parts breakdown is included in this booklet to help you identify \ 
the component parts of the revolver, : 

Accessory items and parts are available from your dealer. However, if the item you require is 
no! normally stocked, the dealer can order it trom our many Dan Wesson Accessory Products 
or Authorized Parts Distributors. Please place your order with your dealer and do not contact 
distributors directly. To do so would delay your order as the distributor must work through a 
dealer only 

IMPORTANT 

Any repair or parts replacement with eitcGplion of items indicated with an asterisk{*[ should 
be performed by Dan Wesson Arms. Dan Wesson Arms will not assume responsibility fnr proper 
functioning of this revolver if unauthorized alteralions, adiustments or parts replacements wilh 
unauthorized parts are made. 
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TRANSPORTING REVOLVER TO FACTORT 



Various federal and state laws and local ordinances govern the transfer and transportation of 
firearms. To avoid any problems, we recommend that you fake the advice of the dealer in your 
state on how to send or transport yoor revolver to Dan Wesson Arms. Before shipping, follow 
the procedure listed: 

CAUTION: MAKE SURE THE REVOLVER IS NOT LOADED, 

1. Write a letter enplaining the problem you are experiencing and your requirements in as much 
detail as possible. Include Ihe model name and number, serial number and date of purchase 
of your revolver. 

2. Enclose letter with the revolver in a well padded package. 

3. Do nof include ammunitiorr or accessories. 

4. To prevent theft, do not indicate contents on outside package. 

5. Insure package against loss or theft. 
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FARTS ILLUSTRATION 



PARTS LIST 



LIMITED WARRANTY 



' 1 . Wrench 

' 2. Gauge. GbL & Cyl. 

’ 4. Barrel Nut 

' 5 FiDFit Sighit 

* 6 Frflflt Sight Plr 

* 7. Shiflud 

" B. Barrel 

9. fratne 

ID. Main Spritkg Gjida 
)1. MaJnSiiring 
1?. Rringi Pin fietaiuiug Pin 
'13. Raar Sight flavalion 
Ten^iori SD^ng 
14. Hear Sight E^valion 
ScfBW 

'IS. Rear Sight Body 
*1 G. Sd^i Hoiainifig Pir 
17. Firing Pjti Spaitvil 
1 B. Ftririg Pin 
1 9. Dyl. Aligning Ball 



?D. Spring, G|liri(fer 
Aligning Boil 

1 \. Aligning Ball Screw 
*22. Ejector Hod 
*21 Letch Hetiiming Screw 
*24. Lalch 
*25 Leldh Sgrrng 
26 Creue 

*?7 Ejeclor Rnd Bu^hirig 
*2B. Elector Spring 
29. Sbod Sideplale Screw 

*30. Lerlg Sirleplete Screw 

31. Sidaglate 

32. riflind&r 

33. EftractPr 

*34, Boll Plunger Spring 
35 Sfiroud loceting Pin 
'3G. Boll Plungar 
37. m 



3B. Renri 

39. Trigger 

*40 Sight Retaining Screw 

41 Trigger RetifreS(iring 

42. Ctane Lock 

43. Bati'j Spring 

44. Cormediof 

45. Errtfi Ptunger 
4G. 5tTuE Spring 
47. Strut 

49. Hammer 

40. Mainspring Seni 
*&0. Grip 

51. Trigger Slap Screw 
*52. Grip Screw 
*53. Rear Sight Blade 
*54. WRidaga Screw 
*55. Windage Screw Raiamet 
*56 Windage Plunger 
*57 . Windag e Plunger Spuing 



Dan Wesson Arms warrants to the originat purchaser, consumer or lo ttie recipient ol this item 
as a gilt that this product will be Iree of manufacturing defects for len years alter the original 
date of purchase or receipt, lithe product should become defective within the warranty period, 
we wilt elect to repair or.replace il (ree of charge including tree return transportation provided 
it is delivered prepaid to Dan Wesson Arms. This warranty does not include damage resutlin^ 
from accidents, abuse or misuse of the product, use of improper ammunition or use of ammuni- 
tion other than original, high ouafity, commercially manufactured ammunition in good condition, 
scratches and normal wear of the product and surface finish. 

Note: This warranty is not valid for revolvers plated or coated hy other manufacturers, gun- 
smilhs or dealers. 

The attached owner registration card validates your warranty. It musl be compSetod and 
returned within len (1 Of days of purchase in order to receive coverage and performance under 
this warranty. 
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